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ACOUSTIC PANEL 2600
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Acoustic panel 132x2600 (3 lamellas)

Acoustic panel 300x2600 (7 lamellas)




ACOUSTIC PANEL 2600

Beauty, simplicity and functionality

The space you inhabit every day deserves not only
reliable functionality, but also thoughtful design and

a distinctive look. Sometimes, it takes very little to make
an ordinary interior more expressive, more beautiful,
and truly unique.

Acoustic
combine
not only

panels on felt offer a unique solution that Application

s utility with aesthetics to create interiors that
look great but also benefit from improved

acoustics. They easily adapt to a variety of needs and

styles, and the number of possible layouts is limited

onlybyi

further expands the decorative possibilities.

/A

magination. A wide range of available colors

Equally important are their ease of installation, durabili-
ty, and environmentally friendly qualities.

By choosing lamellas made from recycled solid MDF
mounted on high-quality felt, you contribute to environ-
mental sustainability and responsible material use.

decoration of residential and public interiors (walls
and ceilings)

protection of walls from damage and dirt
concealment of curved or uneven adjacent surfaces
optical elongation of furniture or fittings

improved acoustics and sound absorption

Color options
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* colour range available for panels 132x2600 mm

Benefits

convenience and easy installation
improved acoustics and noise reduction
attractive appearance

creative design potential
multifunctional and versatile use
durable and easy to maintain

Technical information

e length: 2600 mm
e width: 132 and 300 mm |
e coverage area: 0.34 m?and 0.78 m?
« material: MDF, felt

e coating: pre-impregnated film

« adhesive: staples, hot-melt glue

« weight: 2.2 kg and 5.4 kg

e packaging: shrink wrap

The product should be protected from moisture, it is adapted for installation indoors only; store in dry
and closed places in a horizontal position, away from heat sources, at temperatures up to 50°C,
with a maximum humidity of 60%. Do not use mounting adhesives containing solvents.
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