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Acoustic modules
Product Data Sheet (PDS)

1. Product Characteristics
 Acoustic modules are made of felt backing, MDF lamellas laminated with decorative foil, and metal staples.

2. Material Composition
technical felt (PET or PES material), MDF lamellas, pre-impregnated decorative foil, hot-melt adhesive, metal
staples

3. Technical Parameters

• tolerance of finished product length [mm] +1.0
• tolerance of finished product width [mm] ±1.0
• tolerances of finished product thickness [mm] ±1.0
• felt thickness [mm] 7.0 (±1.0)
• grammage of felt [g/m2] 1000-1300
• tolerances of lamella thickness [mm] +0.5/-0.0
• tolerances of lamella width [mm] +0.5/-0.0
• tolerances of lamella length [mm] +0.0/-2.0
• density of the MDF board used for producing lamellas [kg/m3] 600-800
• perpendicular cutting tolerance [o] ±1.0
• product thermal resistance [oC] max 50

 Technical Drawing

4. Application/Functionality
interior decoration; wall protection against damage; improvement of room acoustics

5. Assembly Method:
the modules should be installed using mounting adhesive; note: do not use adhesives containing solvents; the
amount of adhesive applied should be adjusted according to the weight of the panels and the type of substrate; at
least 24 hours before the final installation of the modules, a test bonding should be carried out to ensure that the
applied mounting adhesive does not damage the modules and to check the strength of the resulting bond;
the modules are designed to connect adjacent modules in a cross/alternating pattern („chessboard” effect); when
connecting modules in uniform vertical or horizontal bands, visible shifts in the slats on adjacent modules may
occur – this does not constitute a defect of the product and cannot be the basis for warranty claims; installation

should be carried out according to the  Assembly Manual
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This document must be read carefully before installing or using the product. All rules and warnings 
must be followed without exception.
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6. Storage and Transportation
protect from direct exposure to atmospheric factors: sunlight and moisture; store at a temperature up to a maxi-
mum of 50°C (with humidity up to 60%) in original, undamaged packaging, in covered, closed, and dry rooms, in a
horizontal position on flat surfaces to prevent bending and deformation of the product

7. Usage Recommendations
do not use chemical agents to remove dirt or stains; use the product exclusively indoors, protect it from moisture
and temperatures exceeding 50°C; for securing the product (e.g., during renovation/painting), apply only standard
painter’s tape, which should be removed within a maximum of 24 hours

8. Safety Instructions
this product is not a toy; assembly should be carried out only by adults or under adult supervision

TAKE EXTRA CARE:

• assembly requires the use of tools and materials that may pose a risk of injury
• the product contains small parts that may pose a choking hazard
• the product may also have sharp edges and corners
• special care should be taken around children and/or individuals with disabilities during use
• maintain a safe distance between the product and heat sources (such as radiators, fireplaces, stoves, etc.)
• waste generated after using the product should be sorted and delivered to selective collection points in

accordance with local regulations

9. Interaction with Other Products
not applicable

10. Impact of Other Products on the Item
do not use chemical agents to clean the product; maintain a safe distance between the product and heat sources
(radiators, fireplaces, stoves, etc.); solvent-based construction adhesives must not be used to install acoustic pa-
nels; to protect the product (e.g. during renovation or painting), use only standard painter’s tape; the masking tape
should be removed within 24 hours

11. Related Documents

 Brochure

12. Additional information
MDF is hygroscopic, which may cause the material to expand in response to moisture. The material is prone to
warping, resulting in deviations from straightness. These natural material characteristics are not considered pro-
duct defects. Formaldehyde emission: Class E05, E1.

The products covered by this PDS comply with European Regulation REACH No. 1907/2006 and do not contain sub-
stances listed as SVHC (Substances of Very High Concern) candidates; the products are not construction products 
and are not subject to the Directive 305/2011. 
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